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ALUMINUM SLIDING GLASS DOORS 




Due to our policy of constant product improvement, we reserve the right 
to modify or amend or discontinue any of the products shown herein, at 
any time without notice as we in our sole discretion may determine. 


The installation details throughout this catalog show suggested appplica- 
tions, which may vary according to local building practices. 


No longer a luxury item limited to expensive 
custom-built homes, sliding glass doors are a vital 
part of today's new home — of today's great vogue 
for indoor-outdoor living. Sliding glass doors not 
only add extra “sales appeal" to houses, but they 
have become a “must" if your houses are to be 
really up-to-date. 


In selecting sliding glass doors for new homes, 
apartments, motels, hospitals, and other new insti¬ 
tutional or commercial buildings, be sure you 
select doors that have been engineered and built to 
give years of trouble-free service. 


As a pioneer in the development and volume pro¬ 
duction of sliding glass doors, General Bronze 
through its Alwintite Division is able to offer you 
a line of sliding glass doors that will meet most any 
specific requirement. The “Regency"— a superior 
quality de luxe door can be specified and used with 
full confidence in hospitals, apartments and com¬ 
mercial buildings as well as residences. The 
“Coronet"— a well-designed, competitively priced 
door will satisfy most residential demands. 
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The Regency, series 770, sliding glass door by 
Alwintite is truly a fine quality door — the type of 
sliding door you'll be proud to install any where... new 
houses, apartments, motels or commercial showrooms. 

Constructed from heavy gauge aluminum extrusions 
with a pleasing Alumilite finish, these doors are de¬ 
signed to take either sheet glass or insulating glass. 
Double seal wool pile and vinyl weatherstripping 
around the entire door area—head, jambs, meeting rails 
and sill — makes the Regency door readily usable in 
northern climates. 

The Regency sliding glass door will add visible quality 
to your new homes. Ideal for living room, family room, 
den or recreation room — any room that leads out on 
to a terrace, patio or porch. 


Copyright 1960 General Bronze Corporation, Garden City, N. Y. 
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offers 


the 


line 


that 


THE 


EGENCY 


Series 770 


A ROYAL QUALITY 
SLIDING GLASS DOOR 
BY ALWINTITE 


Check all these PLUS VALUES! 

★ Designed to take any type glazing sheet glass up 
to 1" insulating glass. 

★ Double weatherstripping at head, jamb and sill. 

★ Magic pressure buttons assure weathertight closure. 

★ Modern "Sweep" lock on attractive, sturdy aluminum 
handle. 

^ Door glides easily on nylon rollers. 

★ With thumb latch up, door locks automatically—with 
latch down, door closes without locking. 

^ Easy adjustment of roller raises or lowers door. 

+ Cylinder lock. 

★ Soft, pleasing Alumilite finish lasts a lifetime. 

★ Door perfectly balanced for finger tip glide — even 
with heavy insulating glass. 

★ Weeps in sloping sill assure rapid drainage. 

★ Fixed panel held tightly in position with screws into 
jamb section of frame. No angle braces at head and 
sill to mar door # s attractive appearance. 

★ Screen with sturdy, tubular extruded frame glides 
easily on rollers—has neat, attractive, positive-locking 
latch. 


FOR APARTMENTS AND MOTELS 


FOR HOMES —MODERN OR 


SHOWROOMS 


FOR 


DOUBLE-SEAL 

WEATHER 

PROTECTION 

at all important points —head, 
jamb, meeting rail and sill — 
give double protection against 
cold wintry weather. 


AT HEAD 



AT JAMB 



AT SILL 
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SLIDING DOORS 



HALF SIZE INSTALLATION DETAILS 


— 32 GLASS 
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HALF SIZE DETAILS 


ALTERNATE 


NOTE: 

LEG ON 
SILL MUST BE 
CUT OFF FOR 
THIS CONDITION 



V GLASS 



FRAME 


JAMB 


MEETING RAIL 


JAMB 


GENERAL BRONZE CORPORATION 
Garden City, N. V. 
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BRICK VENEER 


HALF SIZE INSTALLATION DETAILS 


STUCCO 


alternaie4« 

NOTE: 

LEG ON , 
SILL MUST ' 

BE CUTOFF 
FOR THIo 
CONDITlON- 
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NOTE: 

LEG ON 
SILL MUST/ 
BE CUT OFF b 
FOR THIS Y* 
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Full Size Details will be furnished on request 













































































































































































































































































REGENCY & 


CORONET SLIDING DOORS 
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REGENCY Series 770 



2 PANEL 3 PANEL 4 PANEL 

TYPES 60610, 80610, 100610 TYPES 90610, 120610 TYPE 16061 


NOTE: EXTERIOR IEFT HAND DOORS SHOWN. OPPOSITE HAND AVAILABLE ON REQUEST. CROSSED PORTION INDICATES SCREENED AREA L LATCH 
GLASS TOLERANCE: V, Jfc" & V SHEET GLASS V & 1" INSULATING GLASS + V V' 


TYPE 

OVERALL FRAME SIZE 

NO. OF 
PANELS 

INDIVIDUAL PANEL SIZE 

INDIVIDUAL PANEL 
DAYLIGHT 

GLASS SIZE 

DOOR 

AREA (SQ. FT.) 

VENTILATING 
AREA (SQ. FT.) 

V & 1" 

INSULATING GLASS 

V, %" * 14" 

SHEET GLASS 

WIDTH 

HEIGHT 

WIDTH 

HEIGHT 

SLID. 

FIXED 

SLID. 

FIXED 

WIDTH 

HEIGHT 

WIDTH 

HEIGHT 

WIDTH 

HEIGHT 

60610 

5'-11%" 

6-10" 

1 

1 

3'-0V 

6'-8V 

6'-8 V 

2'-8V 

6 4" 

33" 

76V 

33" 

77" 

38.47 

17.09 

80610 

7'-ll%" 

6-10" 

1 

1 

4-OV 

6'-8V 

6'-8! 2 " 

3'-8V 

6-4" 

45" 

76 V 

45" 

77" 

51.73 

23.72 

90610 

8-1IV 

6-10" 

1 

2 

3'-0V 

6'-8V 

6'-8V 

2'- 8 ’i" 

6'-4" 

33" 

76 V 

33" 

77" 

58.07 

17.93 

100610 

9-11%" 

6-10" 

1 

1 

5'-0V 

6'-8V 

6'-8V 

4'-8’i" 

6'-4" 

*57" 

76V 

57" 

77" 

64.99 

30.35 

120610 

ir-iiV 

6-10" 

1 

2 

4'-o v 

6-8V 

6'-8!^" 

3'-8V 

6-4" 

45" 

76V 

45" 

77" 

77.97 

23.93 

160610 

15-1 IK," 

6-10" 

2 

2 

4'-o v 

6-8V 

6'-81 2 " 

3'-8V 

6-4" 

45" 

76V 

45" 

77" 

104.39 

48.10 


*1" INSULATING GLASS ONLY 


CORONET Series 711 



2 PANEL 3 PANEL 

TYPES 9068, 8068, 10068 TYPES 9068, 12068 

NOTE: EXTERIOR LEFT HAND DOORS SHOWN. OPPOSITE HAND AVAILABLE ON REQUEST. CROSSED PORTION INDICATES SCREENED AREA 
l=LATCH GLASS TOLERANCE: *«", %" & V SHEET GLASS ±V, 




FRAME SIZE 

NO. OF 
PANELS 

INDIVIDUAL PANEL SIZE 

INDIVID'L PANEL DAYLIGHT 

GLASS SIZES 

DOOR 

AREA (SQ. FT.) 

VENTILATING 
AREA (SQ. FT.) 



WIDTH 

HEIGHT 

wirvru 


WIDTH 

HEIGHT 

WIDTH 

HEIGHT 

SLID. 

FIXED 

SLID. 

FIXED 

SLID. 

FIXED 

6068 

5'-ll%" 

6'-8V 

1 

1 

3'-0V 

2'-11%" 

6'-6V 

6'-6%" 

2'-9 3 f 6 " 

6'-3 V 

34" 

76" 

37.67 

17.23 

8068 

7'-l 1%" 

6'-8* t " 

1 

1 

4'-0 V 

3'-ll%" 

6'-6V 

6'-6%" 

3'-9?,V' 

6'-3 3 g" 

46" 

76" 

50.64 

23.71 

10068 

9'-llV 

*'-8%" 

1 

1 

5'-0’4" 

4'-l 1%" 

6'-6 7 'a" 

6'-6%" 

4'-9 3 iV' 

6'-3 3 g" 

58" 

76" 

63.61 

30.20 













TYPE 

FRAME SIZE 

NO. 

OF 

IELS 


INDIVIDUAL PANEL SIZE 


INDIVID'L PANEL DAYLIGHT 

GLASS SIZE 

DOOR 

AREA (SQ. FT.) 

VENTILATING 
AREA (SQ. FT.) 

WIDTH 

HEIGHT 

PAF 

OUTER FIXED PAMFI 

ci 1 niiur da Kici 


SLID. 

FIXED 

WIDTH 

HEIGHT 

WIDTH 

HEIGHT 

inntK riA 

WIDTH 

CU rAINCL 

HEIGHT 

WIDTH 

HEIGHT 

WIDTH 

HEIGHT 

9068 

8-1 0 V 

6'-8V 

1 

2 

2-1IV 

6'-6V 

3'-0’ 4 " 

6'-6V 

2 - 11 %" 

6'-6%" 

2'-9 3 ,V' 

6'-3 3 g" 

34" 

76" 

56.57 

16.97 

12068 

li-iov 

6'-8V' 

1 

2 

3'-llV 

6'-6V 

4'-0V 

6'-6 V 

3'-11%" 

6'-6%" 

3'-9 3 f 4 " 

6'-3 3 g" 

46" 

76" 

76.21 

23.49 


GENERAL BRONZE CORPORATION 

Garden City, N.Y. 


7 

























































































































































































GENERAL SPECIFICATIONS — Series 711 and Series 770 Sliding Doors 


general: Doors to be Alwintite Series 711 or 
Series 770 aluminum sliding doors as manufactured 
by the General Bronze Corp., Alwintite Division, 
Garden City, New York. 

MATERIALS, CONSTRUCTION, AND HARDWARE: 

Sliding doors to be fabricated from 6063-T5 ex¬ 
truded aluminum alloy. Frames to be assembled 
with two stainless steel screws at each corner thread¬ 
ing into integral screw pockets. Sill of frame to slope 
to exterior. Wool pile and vinyl weatherstripping to 
be retained in keyways provided in frame and panel 
members. Door panels to be weatherstripped at both 
exterior and interior sides to form a double weather- 
seal. Sliding panel members to have extruded alu¬ 
minum pull handle. Operating panel to have ball 
bearing rollers in bottom rail. 

Series 711: Head and jambs of frame to have in¬ 
tegral fin; panel members of doors to have semi¬ 
tubular sections secured by stainless steel screws; 
sliding panel will lock with fixed panel at meeting 
rail by tilt action aluminum latch; and operating 
panel meeting rail will have vinyl sweep from head 
to sill. 

Series 770: Doors to have all vertical panel mem¬ 
bers of tubular sections secured with stainless steel 
screws; alternate position latch and pull handle, and 
exterior key-operated cylinder lock; and extruded 
aluminum inserts for single glazing. 


finish: Series 711 doors to have natural alumi¬ 
num finish; Series 770 doors Alumilite finish; both 
doors to have protective coat of transparent lacquer 
capable of withstanding the action of lime mortar 
for at least one month in 100% relative humidity 
at room temperature. 

erection : (By Others) Frames shall be assem¬ 
bled and installed straight, plumb and level in the 
openings using necessary shims and securely fast¬ 
ened in place in accordance with manufacturer’s 
details. Approved caulking compound to be applied r 

to provide a watertight installation. Operating panel v* 

shall retain proper weathering contact with the 
frame and fixed panel, and after installation door to 
be cleaned and adjusted, if necessary. 

glazing : (By Others) Panels to be assembled 
and glazed with %<>", or Va" glass set in vinyl 
glazing channel in accordance with manufacturer’s 
instructions. In addition to sheet and plate glass the 
770 door will also provide for glazing with %" or 1" 
insulating glass. 

screens : (Optional) Series 711 or 770 slid¬ 

ing doors to be equipped with ‘Alwintite’ extruded 
aluminum tubular screens having rollers at bottom 
rail, screen cloth of no. 18 x 14 aluminum mesh; 
slide bar lock, and interior and exterior pull handles. 

Screens to be delivered fully assembled, ready for 
installation. 
































Now, you can include the exciting and powerful sales 
appeal of sliding glass doors in every house you build. 
Alwintite’s new Series 711 Coronet doors are priced so 
low they fit any building budget. Yes, these new economi¬ 
cal, budget-priced doors will enable you to offer all the 
glamour and excitement of indoor-outdoor living, so im¬ 
portant in selling today's new houses. 


Despite its low, competitive price the new Coronet Series 
711 is a well-designed, well-made sliding glass door that 
can be used in any house and will give many years of effi¬ 
cient trouble-free service. Its extremely low price is made 
possible only through efficient large volume mass produc¬ 
tion and by limiting this production to the four most 
universally popular sizes. 





























































the line that offers 


• Easy glide action on nylon adjustable rollers. 

• Positive, "Tilt-Action” lock. 

• Completely weatherstripped at head, jambs, meeting rail and 
sill with wool pile and vinyl weatherstripping. 

• Strong, heavy gauge extruded aluminum sections that can¬ 
not rust or rot, that never need painting. 


HEAD 



GLAZING CHANNEL 

Vgi 

SLIDING PANEL 


4 m GLASS 


-32 m GLASS 



n 3i 



FRAME 


HXED PANEL 


WEATHERSTRIP 


SILL 


• Sloping sill with weeps assure quick drainage. 

• Supplied with integral fin for simplified installation. Easily 
removed when not required. 

• Interlocking design of meeting rail assures snug fit. 

• Narrow frame, easy operating screen with positive slide lock. 
Cannot be removed from frame when in closed position. £ 


HALF SIZE DETAILS 


. 2" 

l DAYLIGHT DIM. 

iV i 

l DAYLIGHT DIM. 

L_ iV 



JAMB 


-PULL HANDLE 


WEATHERSTRIP 


10 


MEETING RAIL 


■ 


























































































































































































































































BRICK VENEER 


STUCCO 




HALF SIZE INSTALLATION DETAILS 


GENERAL BRONZE CORPORATION 

Garden City. N.V. 11 
















































































































































































































































































THE COMPANY BEHIND THE 
PRODUCT 

You’re safe when you specify and use 
“Alwintite by General Bronze”-a 
company that has been faithfully serv¬ 
ing the building industry for half a 
century, a company that stands solidly 
behind every product it produces. 

Alwintite aluminum windows and 
sliding doors are superior quality 
products in every respect. They embody 
all the latest and most advanced fea¬ 
tures in design, operation and construc¬ 
tion to assure years of trouble-free 
service for homeowners, to eliminate 
costly call backs for builders. They 
have been carefully engineered in every 
detail and precision made in one of the 
world’s largest and most modern 
window plants at North Dighton, Mass. 
(340,000 sq. ft. with capacity for 6,000 
windows per day). What’s more, 
Alwintite offers the services of a 
reliable and dependable distributor 
organization with local warehouse 
stocks in every area and factory-trained 
window specialists always ready to 
serve you. 

EVERY PRODUCT TESTED 

To prove the engineering soundness 
and weathertightness of every new 
Alwintite product, General Bronze 
maintains one of the finest and most 
complete testing laboratories anywhere. 
Before being approved for production, 
new products are subjected to intensive 
Dynamic Weather Tests, where every 
type of weather condition is duplicated 
-from a steady drizzle, to a gusty, driv¬ 
ing rain, to the full force of a 140 
m.p.h. hurricane. 
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